
SERIES
XRV

Suitable for micro motion and smooth motion

Fast response and short settling time

Low friction

No commutation needed

High precision
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Dimension Drawing

XRV76

Max. Allowable Yaw Moment Load

Max. Allowable Pitch Moment Load

Max. Allowable Roll Moment Load

No-load Total Mass

Motor

8.20

AT2: 0.2/0.05

ABI21 0.5/0.2: ±1

AT2 0.2/0.05: ±0.5

ABI21: 0.5/0.2

20

AVA1-20

2.74

±2.5

±2.5

0.1

0.17

0.48

1.0

0.4

Value

0.5

0.4

Continuous Force

Peak Force

Resolution

Bidirectional Repeatability

Rated Payload

1

μm

μm

mm

-

μm

Kg

Kg

Nm

Nm

Unit

Nm

N

N

μm

Kg

Kg

No-load Moving Mass

Straightness

Flatness

Max. Allowable Payload

2

Specifications
Stroke

The rated load is based on the load in which the acceleration of the mass is at least 1G.2

Stroke refers to hardstop-to-hardstop mechanical stroke. The limit sensor are 
positioned 0.5mm from the hardstops.
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3 ×  3.0 THRU ALL
 5.0 H7  5.0

4 ×  3.3  10.1
M4×0.7 - 6H  8.0

8 ×  3.3  11.5
M4×0.7 - 6H  8.0
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 40.4 4 ×  4.5 THRU ALL
 8.0  3.5

5.0H7 × 6.0 THRU
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Note:

When home index triggered, A=10mm;
When the left limit sensor triggered, A=0.5mm;
When the right limit sensor triggered, A=Effective Stroke+0.5mm.
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Note:
When home index triggered, A=10mm;
When the left limit sensor triggered, A=0.5mm;
When the right limit sensor triggered, A=Effective Stroke+0.5mm.

Dimension Drawing

XRV97

Max. Allowable Yaw Moment Load

Max. Allowable Pitch Moment Load

Max. Allowable Roll Moment Load

No-load Total Mass

Motor

Value

Continuous Force

Peak Force

Resolution

Bidirectional Repeatability

Rated Payload

1

μm

μm

mm

-

μm

Kg

Kg

Nm

Nm

Unit

Nm

N

N

μm

Kg

Kg

No-load Moving Mass

Straightness

Flatness

Max. Allowable Payload

2

Specifications
Stroke

30.20

AT2: 0.2/0.05

ABI21 0.5/0.2: ±1

AT2 0.2/0.05: ±0.5

ABI21: 0.5/0.2

20

AVA2-20

10.08

±2.5

±2.5

0.7

0.27

1.16

2.4

0.6

0.5

0.4

The rated load is based on the load in which the acceleration of the mass is at least 1G.2

Stroke refers to hardstop-to-hardstop mechanical stroke. The limit sensor are 
positioned 0.5mm from the hardstops.
1

In
tr

od
uc

tio
n

Si
zi

ng
 G

ui
de

Fr
eq

ue
nt

ly
 A

sk
ed

 Q
ue

st
io

ns
M

ot
io

n 
Co

nt
ro

l o
f G

an
tr

y 
St

ag
es

Li
ne

ar
 M

od
ul

e
Vo

ic
e 

Co
il 

M
od

ul
e

M
in

ia
tu

re
 S

ta
ge

s
St

ac
ke

d 
St

ag
es

Ga
nt

ry
 S

ta
ge

s



XRV Series

084

Akribis  System
s

Model - Coil Type:

Cover Type: Cable Length:
A: 0.5m

Termination:
1: Flying Leads

Scale Type:
1: Steel tape, 11ppm/K

2: Glass G8 Soda Lime, 8ppm/K

XRV1 T E0F 1 A 1

ABI-21 uses steel tape scale only.
Note: 

ATOM2 uses glass scale only.
1
2

T: Standard (Black Anodized)

Encoder Type:
E0F: ABI-21 (0.5μm)
E0G: ABI-21 (0.2μm)
ECF: ATOM2 (0.2μm)
ECJ: ATOM2 (0.2μm)

1

2

XRV1: XRV76-AVA1-20-0.5A
XRV2: XRV97-AVA2-20-0.5A
XRV3: XRV115-AVA3-20-0.5A

Ordering Part Number (OPN)
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8 ×  3.3  11.5
M4×0.7 - 6H  8.0

4 ×  4.5 THRU
 8.0  4.9

6.0 H7 5.0

6.0 H7× 9.0 5.0
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Note:
When home index triggered, A=10mm;
When the left limit sensor triggered, A=0.5mm;
When the right limit sensor triggered, A=Effective Stroke+0.5mm.

Dimension Drawing

XRV115

Max. Allowable Yaw Moment Load

Max. Allowable Pitch Moment Load

Max. Allowable Roll Moment Load

No-load Total Mass

Motor

Value

Continuous Force

Peak Force

Resolution

Bidirectional Repeatability

Rated Payload

1

μm

μm

mm

-

μm

Kg

Kg

Nm

Nm

Unit

Nm

N

N

μm

Kg

Kg

No-load Moving Mass

Straightness

Flatness

Max. Allowable Payload

2

Specifications
Stroke

53.8

AT2: 0.2/0.05

ABI21 0.5/0.2: ±1

AT2 0.2/0.05: ±0.5

ABI21: 0.5/0.2

20

AVA3-20

17.92

±2.5

±2.5

1.4

0.43

2.21

5.2

0.8

0.5

0.4

The rated load is based on the load in which the acceleration of the mass is at least 1G.2

Stroke refers to hardstop-to-hardstop mechanical stroke. The limit sensor are 
positioned 0.5mm from the hardstops.
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Introduction
Sizing Guide

Frequently Asked Q
uestions

M
otion Control of Gantry Stages

Linear M
odule

Voice Coil M
odule

M
iniature Stages

Stacked Stages
Gantry Stages



cust-service@akribis-sys.com
www.akribis-sys.com


